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PIPE THREAD SEALANTS
All Weld-On® pipe thread sealants are lead free, odor free, non-staining, applicable in a large temperature range, can be  
immediately pressurized, easy to clean and have a creamy texture that packs well between pipe threads for a better seal.

Industry 
Listing

Pressure Rating 
(PSI) Temperature 

Range Color Shelf-life
Liquids Gases

All Seal™ 	 MULTI-PURPOSE SEALANT

�� Slow drying, soft-setting formula allows ample time to work with pipe joints.  
Also easy for disassembly.

�� Creamy, non-separating consistency provides excellent thread coverage.

�� Product is grit-free to provide leak-proof seal on pipe threads.

�� For sealing and lubricating all metal and plastic (ABS, PVC, CPVC,  
Polypropylene, & Nylon) piping systems carrying various materials.1

�� Very low VOC content: 152 g/L.

PW/DWV/ SW
6,000 3,000 -50°F to 

455°F
BEIGE 2 year

Blue Seal™ 	 INDUSTRIAL GRADE SEALANT

�� Heavy duty, grit-free formula. Excellent for industrial applications and  
pipe lines in high vibration environments.

�� Contains finely homogenized PTFE particles for filling cracks  
and thread imperfections – ensuring a leak-proof seal.

�� For sealing and lubricating all metal and plastic (ABS, PVC, CPVC,  
Polypropylene, & Nylon) piping systems carrying various materials.1

�� Tested and approved for addition to the FBC System compatible  
program for use with FlowGuard Gold®, BlazeMaster®, and Corzan®  
CPVC plastic piping systems.

�� No VOC content.	

PW/DWV/ SW
10,000 3,000 -50°F to 

455°F
BLUE 3 year

White Seal™ Plus	 MULTI-PURPOSE SEALANT WITH PTFE

�� Contains finely homogenized PTFE particles for filling cracks  
and thread imperfections – ensuring a leak-proof seal.

�� Non-setting formula allows easy disassembly of joints without damage  
to pipe, fittings or threads. Protects threaded areas from rust and  
corrosion and prevents galling.

�� For sealing and lubricating all metal and plastic (ABS, PVC, CPVC,  
Polypropylene, & Nylon) piping systems carrying various materials.1 

�� Tested and approved for addition to the FBC System compatible  
program for use with FlowGuard Gold®, BlazeMaster®, and Corzan®  
CPVC plastic piping systems.

�� No VOC content.	

PW/DWV/ SW
10,000 3,000 -50°F to 

455°F
WHITE 3 year

505 Key Tite™	 METAL PIPE SEALANT

�� Special formulation seals and lubricates metal pipe joints as well  
as protects them from rusting and seizing.

�� Applicable for all types of metal joints (threaded, flanged or gasketed).

�� For sealing and lubricating all metal piping systems carrying various materials.2

—

Dependent on 
pressure rating 
of the piping 

systems

-50°F to 
450°F

GREEN 1 year

1	All Seal, Blue Seal, and White Seal can be used on metal and plastic piping systems carrying: air & gases (compressed, manufactured or natural), ammonia, brine, acid (diluted),  
caustic alkalis (diluted), corrosives, freons, fuel (diesel, gasoline, jet fuel, and kerosene), oils, petroleum, propane, solvents, steam, sugar, and water. Not recommended for oxygen,  
fluorine, or liquid sodium systems.

2	505 Key Tite can be used on metal piping systems carrying: acids (diluted), air (compressed or gaseous), alcohols, alkalis (diluted), brine, caustics (diluted), gases (manufactured  
or natural), low pressure steam lines, sugar (liquid), and hot or cold water.

AVAILABLE SIZES	 Pint (#87670), 1/2 Pint (#87665), 1/4 Pint (#87660)

AVAILABLE SIZES	 Quart (#87695), Pint (#87690), 1/2 Pint (#87685)

AVAILABLE SIZES	 Quart (#87740), Pint (#87735), 1/2 Pint (#87730), 1/4 Pint (#87725)

AVAILABLE SIZES	 Gallon (#10062), Quart (#10063), Pint (#10064), 1/2 Pint (#10068), 1/4 Pint (#10069)
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JOINT COMPOUNDS
In addition to our premium Weld-On® sealants, we also offer a cost-effective sealant alternative - our joint compounds.  
They are semi-solid, lead-free, non-toxic, and also provide effective seals to plumbing fixtures & drains, as well as pipe threads.

Soft Seal Plumber Putty
�� For setting and sealing plumbing fixtures and drains.  	  Lead-free, non-corrosive and stainless. 
Will not harden, crack or crumble.	  100% water-proof.

�� Complies with Federal Specification TT-P-1536A.  

Epoxy Putty Stick
�� Quick hardening sealant/adhesive.  	  Hardens in 20 minutes and cures in 1 hour.
�� Plugs, seals, patches or repairs most materials.  	  Non-toxic, safe for potable water line.
�� Excellent for underwater repairs.

Pipe Stick Joint Compound
�� Thread sealant for metal and plastic pipe. 
�� Prevents rust and corrosion allowing easier disassembly.
�� Lead-free and non-toxic.

Thread Seal Tape 
�� Contains PTFE.	  Available in various colors, widths and lengths.
�� Complies with MIL-T-27730A specifications.

JOINT LUBRICANTS
Weld-On joint lubricants are non-toxic, non-corrosive and can be easily washed out of piping systems.

EZ Flush Pipe Lubricant
�� Applicable for joining all metal and plastic gasketed pipes.	  Easily flushes out of piping system.
�� Lubricates slip-on or “O” ring type joints 	  Non-toxic and non-corrosive. No taste or odor. 
without harming rubber or plastic gaskets.� PW/DWV/ SW

Seal Lube Gasket Lubricant
�� Primes and lubricates slip-on or “O” ring type	  100% water soluble. 
joints with rubber or synthetic rubber gaskets.

�� Non-toxic and non-corrosive. No taste or odor.� PW

Slik Seal Plumber Grease
�� For lubricating valve stems.
�� 100% water-proof.

CUTTING OILS
Weld-On offers two types of cutting oil for use on metal pipe threading, cutting and other machines.

Light Cutting Oil
�� For light duty manual or low rpm threading machines as well as for drilling, reaming and rolling machines using  
ferrous and non-ferrous metals.

Dark Cutting Oil
�� High-grade oil blend.
�� For medium to heavy duty cutting, threading, drilling, reaming and rolling machines using ferrous and non-ferrous metals.

AVAILABLE SIZES	 Gallon (#87715), Quart (#87710), Pint (#87705)

AVAILABLE SIZES	 5 LB. (#80105), 3 LB. (#80103), 14 Oz. (#80100)

AVAILABLE SIZES	 4 Oz (#84055)

AVAILABLE SIZES	 1.3 Oz (#81255)

AVAILABLE SIZES	 1 Oz. (#80427)

AVAILABLE SIZES	 Gallon (#80425), Quart (#80424)

AVAILABLE SIZES	 5 Gallon (#87721), Gallon (#87719), Quart (#87718), Pint (#87717)

AVAILABLE SIZES	 5 Gallon (#80422), Gallon (#80421), Quart (#80420), Pint (#80415)

AVAILABLE SIZES:	 1/2” x 260” White (#80315), 1/2” x 520” White (#80310), 3/4” x 260” White (#87750), 3/4” x 520” White (#87755), 1” x 520” White (#87720), 	
	 1/2” x 260” Yellow Gas Line (#80320), 1/2” x 260” Pink Extra Duty (#80325)
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WELD-ON® – THE TRUSTED BRAND FOR JOINING PLASTIC 
PIPE, VALVES, AND FITTINGS IN ANY INDUSTRY

All Low VOC • All the Time


